
LEADFREE PLUS
Material 

Application requirements 

Intended use or uses 

Colours 

Dimensions and tolerance 

Corrosion resistance according to 
PN-EN12944-2:2001 

Peel strength according to     
PN-EN12316-2:2013 

Appearance and shape 

Material and coatings 

Quality of manufacture 

Storage requirements 

Installation temperature 

 

 

 foil - thickness 0,12 [mm] ±10%
 adhesive: butyl - density 1,72 [g/m3]±10%

 the fixing of the roofing elements should be
made in accordance with the data given in
the design

 the substrate should be clean, dry and free
from dust and dirt

 sealing the connection of the roof
covering with elements protruding
above the roof (e.g. chimney, wall) on
pitched roofs with a slope exceeding
20%

 precisely adhered to the substrate
 bonding to substrates of: concrete,

ceramic, plastic (hard), metal

 black, brick-red, brown, anthracite, grey

 width 300 [mm] ±2%
 length 5 [m] ±5%

 can be used in environments with a
corrosivity category C1, C2, C3

 joints tape – clay tiles ≥60 [N/50mm]
 joints tape – concrete tiles ≥45 [N/50mm]
 joints tape – metal tiles ≥50 [N/50mm]
 joints tape – bitumen shingle ≥10 [N/50mm]

 meets requirements

 meets requirements

 meets requirements

 store indoors, in premises protected from
excessive moisture, at temperatures >0°C

 protect from UV radiation and chemical
substances exposure

 +5°C to +40°C

 The information provided is the result of research and experience, which is the basis for 
its reliability and credibility. The manufacturer/distributor could not have foreseen all 
the possible applications of his products, and since the manner in which the products 
are to be used is entirely beyond his control, the user takes the responsibility for the 
correct selection and application of the product.  

The manufacturer does not accept responsibility for any damage or poor condition of 
the substrate that may occur, which may be the result of atmospheric factors, 
preconditioning or constructional defects. 


